
RAFTER

UNDERLAYMENT TO TOP OF VILLA BIRD STOP-RIDGE

DECRA VILLA TILE 
PANEL:

BEND UP BACK 
EDGE OF EACH 
PAN

VILLA BIRD STOP-RIDGE

SKYLIGHT COUNTERFLASHING

CHIMNEY FLASHING: CONFORM 
TO FIT

CLOSURE FOAM

DECRA VILLA TILE PANEL

1x4 IF CUT PANEL IS LESS THAN 
7" LONG

APPLY ROOFING GRADE SEALANT/ADHESIVE OVER 
EXPOSED FASTENER HEAD
FINISH WITH TOUCH-UP KIT

SHEATHING: TYP
MIN 15/32"

FASTENERS:
USE MIN #9 CORROSION 
RESISTANT SCREWS 
(COLOR COORDINATED 
IN EXPOSED AREAS)

UNDERLAYMENT TO TOP OF 
VILLA CHANNEL (BOTH SIDES)

DECRA VILLA TILE PANEL

WOOD FRAMING

RAFTER

VILLA CHANNEL:
RUN THROUGH BACK 
CLIP OF LOWER 
COURSE AND UNDER 
CHIMNEY SADDLE

SKYLIGHT COUNTER FLASHING (ALL SIDES)

NOTE: 
IF THE DISTANCE BETWEEN THE TOP OF THE SKYLIGHT AND THE 
NEXT COURSE OF PANELS IS LESS THAN 7", OMIT THE CUT 
PANELS ABOVE THE SKYLIGHT, AND BEGIN WITH THE FIRST FULL 
COURSE OF PANELS. SEE CHIMNEY INSTALLATION.
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